Patent Pendmg

Powerful, brushless motor drive systems
Attach flask clamps in one second with unique

MAGIic Clamp™ platform









Selection Guide

Model: Orbi-Shaker JR  Orbi-Shaker Orbi-Shaker MP  Orbi-Blotter
Max. Speed 300rpm 300 rpm 1500 rpm 70 rpm
Min. Speed 50 rpm 30rpm 200 rpm 3rpm
Orbit Size 19mm 19mm 3mm 19mm
Flask Capacity (125ml) 12 24 N/A 24*%
Flask Capacity (250ml) 8 14 N/A 14*
Flask Capacity (500ml) 6 9 N/A 9*
Flask Capacity (1L) 4 5 N/A 5*
Flask Capacity (2L) N/A 2 N/A 3%
Microplate Capacity N/A 4 4 N/A
Control Digital Digital Digital Analog

*For low speed applications {not requiring clamps) only.

Also Available from

Benchmark &
INcu-SHaxer Mk OrBi-SHAKER CO >

" - Remote Controlled, All Environment Shakers
Orbital Shaking Incubator :

Designed for use in CO2 Incubators and other
extreme environments

Exceptional temperature uniformity Remote control, adjust settings without exposing
Extremely compact, just 11” wide chamber

Exchange flask clamps in one second with Exchange flask clamps in one second with

the new MAGic Clamp magnetic system MAGic Clamp™ platform.
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